
NuWave Noise Barrier Produc ts 

Technical Reference No. TR - 1 -02001 Rev 3. 

REDUCING NOISE FROM MACHINERY 
 
NuWave Engine Insulation  

 
Produc t use:  NuWave Eng ine Insula tion is a  high performanc e c omposite p roduc t for the most severe 
eng ine noise app lic a tions. Composites a re designed  to p rovide enhanc ed  ac oustic  performanc e by 
c omb ining  ma teria ls w ith d ifferent noise reduc tion c apab ilities into the one p roduc t. 
 
Desc rip tion:  Eng ine Insula tion is c omprised  of the follow ing  ma teria ls: 
 

·  Bac k – Foam dec oup ler (typ ic a lly 6mm open c ell foam, hyd rolysis resistant, c ombustion mod ified ) 
·  Ba rrier layer – 4 kg / m2 loaded  polymer ba rrier, high performanc e even a t low frequenc ies. 
·  Front – Ac oustic  absorp tion foam (typ ic a lly 12mm or 25mm open c ell foam, hyd rolysis resistant, 

c ombustion mod ified ). 
·  Fac ing  – Tough a luminium polymer film , oil and  wa ter resistant. Ra ted  4Zero to AS1530.3 

 
App lic a tion: Eng ine Insula tion should  be used  w ith the foil side fac ing  towards the sourc e of noise. It c an be 
easily c ut to size using  a  sha rp  knife. Surfac es should  be c lean and  free of oil and  dust. App ly NuWave 
c ontac t adhesive to substra te and  dec oup ling  foam fac es and  adhere using  adhesive instruc tions.  
Mec hanic a l fixing  should  be used  if possib le by impa ling  eng ine insula tion on p in/ c lip  fasteners on 600mm 
c enters, espec ia lly if used  overhead .  
 

 
Uses:  Marine Engines, Compressors, A/ C    

 units, Bus and  Truc k Engines  
Sizes: Sheets 1.3m x 1m  

(spec ia l sizes, c ut parts and  la rge 
rolls ava ilab le on request) 

 
 
 
Ac oustic  performanc e      Rw  (C,Ctr) 
4kg Loaded  Polymer Ba rrier       26 (-1,-3) 
with          NRC 
12mm Ac oustic  Foam        0.25 
or          NRC 
25mm Ac oustic  Foam         0.70 
 
Manufac turer/ Supp lier; 
   
 
 
 
 
 
 
 
 

 
 


